














 Probe type HP-1K HP-2K HP-5K HP-10K 

Code # 882-311 882-321 882-331 882-341 

Selection Optional Optional Optional Optional 

Test force 10N 20N 50N 98N 

Diameter 22mm 22mm 22mm 22mm 

length 154mm 154mm 154mm 154mm 

Oscillating rod 

diameter 
2.4mm 2.4mm 2.4mm 2.4mm 

 Ra�3.2um Ra�5um Ra�10um Ra�15um 

 0.3kg 0.3kg 0.3kg 0.3kg 

 2mm 2mm 2mm 2mm 



         Probe Type MP-300 MP-500 MP-800 MP-1000 

Code # 882-221 882-231 882-241 882-251 

Selection Optional  Optional Optional Standard 

Test force 3N 5N 8N 10N 

Diameter 46mm 46mm 46mm 46mm 

Length 197.5mm 197.5mm 197.5mm 197.5mm 

 3.7mm 3.7mm 3.7mm 3.7mm 

 0.3kg 0.3kg 0.3kg 0.3kg 

 
2mm 2mm 2mm 2mm 

 



 

Vickers 

Hardness 
MP300 MP500 HP-1K HP-2K HP-5K HP-10K 

800HV 4 5 7 10 15 22 

600HV 4 5 8 11 18 25 

500HV 5 6 9 12 19 27 

300HV 6 8 11 16 25 35 

100HV 10 13 19 27 43 61 

 

 

















 

Status Display 

Test Status 

Test Times 

Hardness Conversion 

Probe Type 

Test Result 

Statistics 

Test Standard 





















DIN50159 Permitted Error and Repeatability (%) 

Hardness Scale �250HV 
250�

500HV 

500�

800HV 
�800HV 

HV0.1 6 7 8 9 

HV0.3 6 7 8 9 

HV0.8 5 5 6 7 

HV1 5 5 6 7 

HV5 5 5 5 5 

HV10 5 5 5 5 
 










